
ideal for cutting gutters 

at acute angles.

Tapered fore-blade, 

WOOD
Designed for sawing 

Ideal for cutting Dimensional lumbers, 

Plywoods,Blockboards etc.

Joint bars Panel piercing fore-blade

METAL
Ideal for cutting Iron gutters, 

Iron pipes, Copper, Aluminium 

Lead, Brass pipes and frames etc.

For deburring 

PANEL PIERCING

KITCHEN WALL PANEL

Kitchen Wall Panels, 

Ideal for cutting 

PVC,PE plastic pipes

, Cutting Porcelain enameled 

panels is not recommended.

※

COMPACT SHEATH
GREAT PORTABILITY
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Fore-blade for 

Iron Gutters

Bi-metal

Drywalls etc.

in confined spaces.

Wood Chamfer strips & Joint bars, 
Dimensional lumbers(1x4,2x4 etc.) 

Made in Japan since 1943



SERIES
Ideal for sawing Wood chamfer strips, Joint 

bars, and Dimensional lumbers( 2x4, 2x6 etc.)

in confined spaces.

BLADE

SAW

APPLICATION SPECIFICATION

CODE BOX CARTON

WOOD

ITEM

Impulse Hardened strong teeth 
Electro-less Ni-P plated blade

Thickness
Kerf
Pitch
Length

15 TPI

METAL

SAW

BLADE

Thickness
Kerf
Pitch 18 TPI
Length
High speed steel teeth

Ideal for cutting Iron gutters, Iron pipes,

Copper, Aluminium, Lead pipes and frames etc.

APPLICATION SPECIFICATION

CODE ITEM BOX CARTON

KITCHEN WALL PANEL 
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CLIP-ON BELT LOOP

Ideal for cutting Kitchen wall panels, 

PVC&PE plastic pipes, Drywalls etc.

APPLICATION SPECIFICATION

CODE ITEM

SAW

BLADE

PORTABILITY
GREAT

Thickness
Kerf
Pitch
Length

Okada Hardware Mfg. Co., Ltd.
URL : http://z-saw.co.jp/en/    E-mail : sales1@z-saw.co.jp
Post code : 673-0404
561 Omura, Miki-city, Hyogo, Japan 

BLADE REPLACEMENT

DETACHMENT ATTACHMENT

Tap the end of the grip with the
teeth facing upward to detach the blade.

HOOK

PIVOT

SPINE

Hook the blade onto the pivot as a temporary lock.
Insert the blade into the Spine.

Tap the grip end with the
teeth facing downward to
attach the blade.

Since the saw teeth are very sharp, we recommend that you wear

 
gloves or wrap the blade with a rag or towel when replacing the 
blade.

Bi-metal

Impulse Hardened strong teeth 
Electro-less Ni-P plated blade

Black oxide finished blade
Bi-metal saw blade with great toughness

BOX CARTON


